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MODEL: SD2133, SD2121

DESCRIPTION

½  
 

provides a crescent-shaped water discharge pattern for  
 

incorporates state-of-the-art, heat responsive, frangible glass 
 

 
¾” of  

 

SPRINKLER OPERATION

When the ambient temperature reaches the rated temperature 

cleared of all sealing parts and water is discharged towards the 

MAXIMUM COVERAGE

TECHNICAL SPECIFICATION

RATINGS

SPRINKLER HEAD

Vertical Sidewall Sprinkler

Number
Standard SD2133 (bulb 

Style Vertical Sidewall

K Factor ½ ½

Standard 50
Quick Response 30

½

13mm

Norminal Sprinkler
Glass Bulb Color

Red

Intermediate Yellow

Intermediate Green
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PART LIST

SD2133 SD2121

DISCHARGE CURVE
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WARNINGS

piping system before attempting to install, remove, or adjust 

WRENCH DESCRIPTION

be used to provide the proper leverage when tightening the 

INSTALLATION

All SHIELD Sprinklers must be installed according to 

and standards or any alteration to the sprinkler itself will 

installation must also meet local government provisions, 

place to avoid mechanical damage, replace any damaged 

Upon completion of the installation, the system must be 

task, remove the unit, apply new pipe joint compound or 

ADDITIONAL

with it and push or thread over the sprinkler body into the 
upper support piece, until the outer edge of the escutcheon 

INSTALLATION SEQUENCE

CAUTION

Do not over-tighten or under-tighten the sprinkler to 

MAINTENANCE

alteration such as painting and coating will directly harm 

with corrosive products should be replaced if they cannot 

After installation, a close-up inspection annually will 

automatic sprinkler system be inspected and tested 

Sprinkler Wrench
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DISTRIBUTION PATTERNS
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DIMENSIONS


